
CONTRACT C REQUIREMENTS

  PRON:  M141F521M1 AMC:  1 AMSC:   G ATC:  FTMDD

  TDPL:   11579940:19206 TDPL DATE:  04/02/2004

  NSN:  1015014405937 NOMENCLATURE :  LEG, MOUNTING, FIXED ASSEMBLY W/STRAP

  ENGINEERING EXCEPTIONS:  The Following Engineering Exceptions Apply To This Procurement Action(s):

      DOCUMENT        DELETE          REPLACE WITH
   SPI 11579940     MIL-P-3420      MIL-PRF-3420
   SPI 11579940     MIL-B-117       MIL-DTL-117
   SPI 11579940     ASTM D5118      ASTM D5118M
   SPI 11579940 is Distribution Statement A: Unlimited.
  
   1) Drawing #11577972 - Radiographic Soundness Requirements
                          For Aluminum Castings to 4 in. Thick
   Change note 1 from:
   1. Radiographic Quality Level 2-2T per MIL-STD-271.
   To: 1. Radiographic Quality Level 2-2T Radiographic to NAVSEA Technical
   Publication T9074-AS-GIB-010/271.
  
   2)Drawing #11579933 - Tube
Continued Next Page

GFM/GFE : DRAWING NO.

                                                                                                  0

  MYLARS REQUIRED (Check One): ___________________ YES X___________________ NO

 CERTIFICATION SIGNATURE(s) /  CONCURRENCE :

  ENG    LARRY B PATRICK          LARRY B PATRICK 04/06/2004 CLOSE COMBAT_________________________ __________________________ _____________ __________________ ___________________

       Type/Print Name      Signature                        Date          Office Symbol     DSN Telephone

  LCSE             _________________________ __________________________ _____________ __________________ ___________________
       Type/Print Name      Signature                        Date          Office Symbol     DSN Telephone

  PKG             _________________________ __________________________ _____________ __________________ ___________________
       Type/Print Name      Signature                        Date          Office Symbol     DSN Telephone

  PKG-REV    _________________________ _____________ __________________ ___________________
       Type/Print Name                        Date          Office Symbol     DSN Telephone

  PAD             _________________________ __________________________ _____________ __________________ ___________________
       Type/Print Name      Signature                        Date          Office Symbol     DSN Telephone
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CONTRACT C REQUIREMENTS

  ENGINEERING EXCEPTION TEXT (CONTINUED):
  Change material block from:
  .23C Max AISI Plain Carbon Steel, Cold Finished Seamless Tube, as Drawn,
  per ASTM A519.
  To:
  .23C Max. AISI-SAE Carbon (10XX) Steel, Cold Finished Seamless Tube, as
  Drawn, per ASTM A519.  Merchant Quality and Free-machining grades are not
  allowed.
 
  3)Drawing #11579939 - Strap, Webbing
  Change note 1 from:
  1. Stitching shall be in accordance with FED-STD-751A, Type 301 or 401,
  4-6 stitches per inch.
  To: Stitching per ASTM D6193, Type 301 or 401, 4-6 stitches per inch.
 
  Remove FED-STD-751 from Spec Summary (Ref) Block.
  Replace with ASTM D6193.
 
  4)Drawing #11580070 - Lug (Forging)
  Change note 3 from:
  3. AISI Carbon Steel, .55C Max per FED-STD-66;  Normalized or Annealed.
  BHN 223 Max or Forging per MIL-S-46172, Grade D.
  To: .55C Max. AISI-SAE Carbon (10XX) Steel.  Normalized or Annealed.  BHN
  223 Max. or Forging per MIL-S-46172, Grade D.  Merchant Quality and
  Free-machining grades are not allowed.
 
  Remove FED-STD-66 from Spec Summary (Ref) block.
 
  5) Drawing #11580076 - Foot Fixed (Casting)
  To Radiographic note, zone 7-A and Spec Summary (Ref) block.
  change from: "MIL-STD-453" To: "ASTM E1742.
 
  6) Drawing #11580086 - Buckle, Quick Release 2 Piece
  Change material note from:
  NOTE:  Brass sheet or strip per QQ-B-613, Alloy No. 260 or 268,
  Temper Quarter Hard, or Brass Casting per QQ-C-390, Alloy No. A3.
  To: Brass sheet or strip, Copper alloy UNS No. C26000 or C26800, temper
  H01, per ASTM B36 or Copper Alloy No. UNS C85400 per ASTM B584.
 
  Remove QQ-C-390 & QQ-B-613 from Spec Summary (Ref) block.
  Replace with:  ASTM B36 & ASTM B584.
 
  7) Drawing #11580661 - Plate, Strap Retainer
  Change Material note 2 from:
  2. Material: .34C Max AISI Carbon (10XX) Steel.
  To: 2. Material: .34C Max. AISI-SAE Carbon (10XX) Steel.    Merchant
  Quality and Free-machining grades are not allowed.
 
  8) Drawing #11579832 - Chemical Agent Resistant Coatings (CARC)
  In Sheet 1 of 5
  In note 4 A.(a)(3)
  Delete:             Replace with:
  DOD-P-16232         MIL-DTL-16232
 
  In note 4.A.(I)
  MIL-T-704 is canceled without replacement.
  Use other alternative as specified.
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CONTRACT C REQUIREMENTS

  ENGINEERING EXCEPTION TEXT (CONTINUED):
 
  Delete the following from spec summary (ref) block.
  MIL-C-22751, MIL-P-23377, MIL-C-22750, DOD-P16232,
  Replace with:
  MIL-C-53072, MIL-PRF-23377, MIL-PRF-22750, MIL-DTL-16232
  Sheet 2 of 5
  In note 7A, 7B, 8A, & 8B                                      Delete:
 MIL-P-23377          Replace with MIL-PRF-23377
 
  In note 8F
  Delete: MIL-C-22751           Replace with MIL-C -53072
 
  In note 8A,8E
  Delete: MIL-C-22750           Replace with MIL-PRF-22750
 
  Remove MIL-P-23377, MIL-C-22751, & MIL-C-22750 from spec summary (ref)
  block.
  Replace with: MIL-PRF-23377, MIL-C-53072 & MIL-PRF-22750
 
  Sheet 3 of 5
  In note P1.2, P2.2, P3.2
  Delete: MIL-P-23377           Replace with: MIL-PRF-23377
 
  Remove MIL-P-23377 from spec summary (ref) block.
  Replace with: MIL-PRF-23377
 
  Sheet 4 of 5
  In note E1.2, E2.2, E3.2
  Delete: MIL-P-23377           Replace with: MIL-PRF-23377
  In note E1.1, E1.2, E2.1, E2.2, E3.1, E3.2 & E4.1
  Delete: MIL-C-22750           Replace with: MIL-PRF-22750
 
  Remove MIL-P-23377 & MIL-C-22750 from spec summary (ref) block.
  Replace with: MIL-PRF-23377 & MIL-PRF-22750
 
  Sheet 5 of 5
  In note E4.2
  Delete: MIL-P-23377            Replace with: MIL-PRF-23377
              MIL-C-22750            Replace with: MIL-PRF-22750
 
  Remove MIL-P-23377 & MIL-C-22750 from spec summary (ref) block.
  Replace with: MIL-PRF-23377 & MIL-PRF-22750
 
     TDPL:
 
     DOCUMENT          ADD             DELETE             SUBSTITUTE
     7309999            X                -                     -
   QS7309999            X                -                     -
     8769450            X                -                     -
     MIL-L-3150         X                -                     -
     LO01000            X                -                     -
 
       Any product or inspection drawing without distribution statement
   shall be A.
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